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Double Scissor
Hydraulic Lift Tables

Capacity 500kg
Loads elevated up to 1200mm

General specifications as single scissor
500kg models

The lift table is powder coated after manufacture.
Chassis Orange, lift arms grey, fop Blue.
Push handle and guard assembly bright zinc plated.

500 kg Capacity; Max lift 1200 mm

Ref MSL500T MSL500TE
Maximum load capacity 500 kg 500 kg
Table Wx L mm 600 x 750 600x 750
Raised height mm 1200 1200 (7]
Lowered height mm 335 360 9
Overall dimensions 'g
length mm 950 975 -
width mm 600 600 .E
height (lowered) mm 1000 1000 =
Weight kg 109 135 .
(o]
a
Model Ref °a
Foot operated MSL500T (72}
Electro-hydraulic MSL500TE .E
S
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Stainless Steel Mobile Hydraulic Lift Tables 2
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2 capacities Stainless Steel mobile lift table.
Suitable for a variety of lifting and loading operations.
200kgs & 500kg Also ideal as a variable height work table for use in
food preparation and other clean areas.

Manufacture
f' British design and manufacture to comply with
{ BS5323:1980.
Fully welded steel construction.
Wheels
c? Front, 200kg: 125mm dia; 500kg: 160mm dia nylon
$ é;k wheels fitted with polyurethane tyres, ball bearing
- & journals.
$ i Rear, swivel castors, fitted with total stop brakes and
C 125mm dia polyurethane tyred nylon wheels, ball
¥l bearing journals.

Finish
The lift table is manufactured from 304 Stainless Steel.
{note: hydraulic pump, foot pedal and ram not Stainless].

Operation
Foot operated hydraulics to lift and lower the table.

Maintenance

Hydraulic pump and ram unit is easily removed for
maintenance and is fitted with a hose burst valve.
Table top is hinged when in the fully lowered position,
for easy access to working parts.

Model $5L200

Each machine is supplied with a test certificate, operating
instructions and a product Health and Safety Data sheet.

Ref SSL200 SSL500
Maximum load capacity 200kg 500kg
Table W x L mm  500x900 600 x 1100
Raised height mm 800 1000
Lowered height mm 280 360
Overall dimensions

length mm N25 1310
width mm 500 600
height mm 935 980
Weight kg 54 14
200kg SSL200
500kg SSL500

Model 55L500 All Ezi-Lift lifting devices are supplied complete with instructions covering the use of the machine, maximum

load labels or plates, data sheets on Health & Safety together with a signed Test Certificate.

Stainless Steel Lift Tables
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Access Platform for use with forklift trucks

Manufactured according to Health and Safety executive

guidance note PM28 (3rd edition) December 2005 Ideal for

Stocktaking
and

Maintenance

Approved to be used by 2 persons of average weight
- max total load capacity 350 Kg

The Access Platform has been designed to provide
easier access for your maintenance, repair and
installation requirements.

Fully welded with a raised expanded metal floor, located
and welded into a formed kickboard surround.

Tubular handrail.

Rear RSA frame with wire mesh panels.

Hinged entry gate with spring return to closed position

a spring loaded retention bolt holds the gate in the
closed position.

Platform locks onto the lift fruck forks with threaded
screw jacks.

Finish: Yellow epoxy.

Platform Width x Length: 1000 x 1000 mm
Handrail height: 1010 mm

Total height : 1925 mm

O/all width: 1020 mm

(not including screw jacks)

O/all depth: 1020 mm

Gate width : 510 mm

Weight (approx.) : 78 kg

Ref: ASP1

Important ordering requirements

In the interests of safety, we do not specify standard
fork location details.

Platform must be manufactured to your forklift fruck
specification.

On all orders please specify:

1 Length of fork

2 Width and depth (cross section) of fork

3 Maximum standard distance between forks

Raised gate lock and slam bolt. Fork heel lock and screw jack

Accessories

Castors

2 swivel, 2 fixed castors,

100 mm dia. nylon wheels.
Provides for ease of movement and
storage independent of forklift truck. \ﬂ}? '-
Increases height by 125 mm LS,
Ref: ASP4 2y

Tool Tray

Welded tool tray hooks onto
front guard rail.

Complete with locking screws
LxWxD:

1000 x 200 x 200 mm

weight: 10 Kg

Ref: ASP2

Access Platform
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