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Tall Cylinder Sup-
port Trucks

All models with 200 mm dia. wheels 

with roller bearings.

FP models have stem fi xing rear swivel 

castor 100 mm dia. grey.

AR models have plate fi xing rear swivel 

castor 125 mm dia. rubber tyres.

Finish: Blue epoxy.

Adjustable rake back

Max o/a front-rear 1350 mm

Fixed single position

Max o/a front-rear 1200 mm

Series FP Series AR

Cylinder Handling

SC140

Single Cylinder Trolley
Cylinder sizes: 230  & 275 mm dia.

Wheels: 200 mm dia. solid rubber 

tyred roller bearing wheels.

Finish: Blue epoxy.

SC143

FP AR

 Cylinder O/all H x W x D Wt. Ref
Type Dia. mm. mm. kg.

Bar 230 1170 x 430 x 450 9  230 1170 x 430 x 450 9 Bar 230 1170 x 430 x 450 9 Bar SC140
handle 275 1170 x 475 x 450 10  275 1170 x 475 x 450 10 SC141

Loop 230 1320 x 444 x 440 15  230 1320 x 444 x 440 15 SC142
handle 275 1320 x 485 x 460 16  275 1320 x 485 x 460 16 SC143

  Max/min Overall Wt Ref
 Series Cyl dia mm W x H mm kg

 FP 285 / 177 500 x 1060 23  285 / 177 500 x 1060 23  285 / 177 500 x 1060 23 SC144
  380 / 228 550 x 1100 23   380 / 228 550 x 1100 23   380 / 228 550 x 1100 23 SC145

 AR 285 / 177 500 x 1140 25  285 / 177 500 x 1140 25  285 / 177 500 x 1140 25 SC146
  380 / 228 590 x 1140 25   380 / 228 590 x 1140 25   380 / 228 590 x 1140 25 SC147 C
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Cylinder Handling

Designed to carry cylinder loads on Designed to carry cylinder loads on 

3-wheel base, thus minimising operator 3-wheel base, thus minimising operator 

fatigue and risk. fatigue and risk. 

Easy to load with bottom support bar (FP) Easy to load with bottom support bar (FP) 

or fl at foot plate (AR).or fl at foot plate (AR).

Loop handle modelsLoop handle modelsLoop handle modelsLoop handle models

Loop handle and steel Loop handle and steel Loop handle and steel Loop handle and steel 

retaining bar.retaining bar.

Bar handle modelsBar handle models

Single bar handle and steel Single bar handle and steel 

link retaining chain.link retaining chain.
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Designed for cylinders dia x H: 

325 x 535mm

Tubular construction with star wheel stair 

climb facility.

Continuous loop handle.

Tubular vertical side protection cylinder 

retention with retention chain.

Weight: 15 kg.

Ref: SC21

Stairclimber

Propane and Calor 
Cylinder Trucks

Designed for cylinders dia x H: 380 x 1250mm

Twin rear handles

Solid footplate and vertical side tubes with cylinder retention chain.

Wheels: 200 mm dia. solids, 260 mm dia. pneumatic

Finish: Blue epoxy Weight: 16 kg.

Solid tyre  Ref: SC16

Pneumatic tyre Ref: SC16P

Designed for cylinders dia x H: 380 x 1250mmDesigned for cylinders dia x H: 380 x 1250mm

Single rear handle.

Steel cylinder hook plate and retention chain. 

Wheels: 200 mm dia. solids, 260 mm dia. pneumatic

Finish: Blue epoxy.  Weight: 10 kg. 

Solid tyre Ref: SC02

Pneumatic tyre Ref: SC02P

Designed for cylinders dia x H: 325 x 535mm

T-bar handle. Steel cross member cylinder support 

and vertical sides with cylinder retention chain.

Wheels: 200 mm dia solid rubber tyres.   

Weight: 10 kg. Ref: SC15

Designed for cylinders dia x H: 325 x 535mm

Single rear handle. Steel cylinder hook plate with 

cylinder retention chain.

Wheels: 160 mm dia. solid rubber tyres.  

Weight: 8 kg.  Ref: SC03

Cylinder Handling

Propane and Calor Handling

Propane and C
alor H

andling
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Cylinder lifting cradles and trolleys
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Cylinder lifting cradles

Cylinder lifting trolleys

 cylinder cylinder load O/A Wt Ref

 capacity dia. mm Capacity W x L x H mm kg  

4 180-230 500kg 460 x 460 x 1850 22  180-230 500kg 460 x 460 x 1850 22 SC4230

  230-305 500kg 610 x 610 x 1850 22   230-305 500kg 610 x 610 x 1850 22 SC4305

6 180-230 750kg 815 x 680 x 1830 86  180-230 750kg 815 x 680 x 1830 86 SC6230

  230-305 750kg 1040 x 680 x 1830 90   230-305 750kg 1040 x 680 x 1830 90 SC6305

4-cylinder cradle has sheet steel base and 

50mm dia. lifting eye.

6-cylinder cradle has open frame base and 

twin lifting eyes suitable for fork lift. 

Fork pocket to suit 150 x 50mm. 

Fork pocket centres 600mm.

Top and bottom cylinder retention chains

Finish: Red epoxy.

 cylinder cylinder load O/A Wt Ref

 capacity dia. mm Capacity W x L x H mm kg  

1 180-230 150 410 x 740 x 1870 23  180-230 150 410 x 740 x 1870 23 SC25

  230-305 150 490 x 780 x 1870 24   230-305 150 490 x 780 x 1870 24 SC26

2 180-230 250 790 x 685 x 1870 56  180-230 250 790 x 685 x 1870 56 SC27

  230-305 250 940 x 760 x 1870 60   230-305 250 940 x 760 x 1870 60 SC28

Single cylinder lifting trolley

2 x 200mm dia solid rubber wheels and 50mm dia 

lifting eye

Top and bottom cylinder retention chains.

Finish: Red epoxy

Two cylinder lifting trolley

2 x 400mm dia rubber tyred wheels and a single 

160mm dia swivel castor on rear support frame for 

added safety and manoeuvrability.

Top and bottom cylinder retention chains.

Finish: Red epoxy

Combined cylinder trolley / lifting cradle.

All cradles tested to 100% overload - test certifi cate supplied.

Cylinder cradle for use with overhead lifting gear

One product allowing cylinders to be moved with 

either overhead lifting gear, or wheeled into position

All cradles tested to 100% overload, test certifi cate supplied.

2 cylinder

model with

Rear castor for 

added safety and 

manoeuvrability

SC4320

SC6230

SC27

SC25




