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Wall Storage

fo

Cylinder Wall Racks

These racks must be fixed to the wall at a height
of at least two-thirds of cylinder height.
Supplied with pre-drilled fixing holes. (fixings not supplied)

Width mm 538 765 765 1045
Depth mm 155 155 195 195
Weight kg 2 3 3 4
Ref SC200 SC201 SC202 SC203

2 or 3 ¢ylinder units

Cylinder sizes:
100-180 mm dia. and
140 - 270 mm dia.

All racks fitted with steel
link retention chains.

Finish: Blue epoxy

Floor Fixing
Cylinder Racks

Single or double sided
for 2, 3, 4 or 6 cylinders.

Single sided units have rear
frames pre-drilled.

We strongly reccomend that
single sided units are fixed
to the wall.

Fully welded construction
throughout.

Steel link refention chains fitted.
Finish: Blue epoxy.

Bases supplied pre-drilled for floor fixing (fixings not supplied)

No. cylinders 2 3 2 3 4

Width mm 540 770 725 1040 540

Depth mm 370 370 400 400 685

Weight kg 12 13 13 14 14
Ref SC300 SC301 SC302 SC303
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6 4 6
770 725 1040
685 685 685

15 15 16

SC304 SC305 SC306 SC307

Static Cylinder Stands

Build your
own modular

cylinder store

Welded steel construction with cylinder support and sheet
steel base, cylinder retention chains are fitted as standard.

Finish: Blue epoxy.

Each unit holds two cylinders, multiple units can be joined
to each other, either side by side or back to back, or both, to
build up banks of stands for high capacity storage.

Y

single unit
back to back
side by side

side by side and back to back

Supplied with pre-drilled fixing holes (fixings not supplied).

Height mm 1000 1000 1000
Width mm 450 550 700
Depth mm 270 315 406
Weight kg 12 15 19
Ref SC100 SC101 SC102



Floor
Stands for

Cylinders

Cylindrical Stands
3 Cylinder sizes
A range of 3 portable stands.

Rolled and formed mild steel flat section,

fully welded throughout.
Finish: Blue epoxy

Cylinder Storage and Handling

a Hinged latch Stands

3 Cylinder sizes

wing nuts.

welded throughout.

{fixings not supplied)
Finish: Blue epoxy

2 hinged access latches secured by
RSA and mild steel flat section, fully

Heavy duty base plate and support.
Base plate pre-drilled for floor fixing
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Cylindrical Stands

Hinged latch Stands

Cylinderdia. mm 100 140 180 180 230 285
O/aheight  mm 330 380 610 605 605 605
O/adia./base mm 310 345 420 | 420x420 420x420 420x 420
Weight kg 9 10 mn 14 15 16

Ref scn SC12 SC13

SC17 SC18 SC19

sciap

Cylinder Trolleys

Welders Trolley
For convenient use of 1 Oxy. cylinder and 1 Acet.
cylinder with rods and cable holders.

Steel link retaining chains fitted.

Wheels: 400 mm dia. pneumatic or solid rubber
tyred wheels with roller bearings.

Finish: Blue epoxy.

Tandem Cylinder Trolley
Capacity 200 kg

Steel link retaining chain fitted.

Wheels: 2 x 250 mm dia. solid rubber tyres,
2 x 100 mm dia. rubber swivel castors.
Finish: Blue epoxy.

Model Cylinder O/aHxWxD Tyres
sizes mm mm
Welders 230 & 265 1085 x 915 x 540  solid 32 SCl4
pneu 25 SCn4p
Tandem 230 & 265 1070 x 475x1005  solid 34 SCN5

SCs
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Cylinder Handling

Oxygen Cylinder Trolleys

Ideal for all medical services

Ideal for hospitals,
medical centres,
pharmaceutical
companies and

laboratories. Also

industrial and factory
medical services.

Easy to use
Quiet, Tough and

Smart in Red or
Grey epoxy

Fitted with revolving
protective buffers
as standard

L Designed forcylinder =~ O/aWxDxH  Wheel Wt  RedRef GreyRef
dia.mm Litre mm Diamm kg
i W, 140 1360 430 x 585 x 1100 160 n SCO8R SC08G
175 3400 465 x 605x 1100 200 12 SCO9R SC09G
230 6800 520x610x1100 200 13 SCIOR SC10G

Designed in accordance with BS 2718 1979

Anti static wheels 160/200 mm dia.

Protective rotating buffers fitted to
front corners.

One piece safety loop handle

Secure butterfly screw crossbar fitting
for both cradles

Top and bottom cradles both rubber
lined for grip and noise reduction.

Finish: Grey or red epoxy.

62 | Cylinder Handling



Single Cylinder Trolley

Cylinder sizes: 230 & 275 mm dia.

Wheels: 200 mm dia. solid rubber
tyred roller bearing wheels.
Finish: Blue epoxy.

Bar handle models

Single bar handle and steel
link retaining chain.

Loop handle models
Loop handle and steel
retaining bar.

Bar 230 1170 x 430 x 450 9 SC140
handle 275 1170 x 475 x 450 10 SCi41
Loop 230 1320 x 444 x 440 15 SC142
handle 275 1320 x 485 x 460 16 SC143

Tall Cylinder Sup-
port Trucks

Designed fo carry cylinder loads on

fatigue and risk.

or flat foot plate (AR).

with roller bearings.
castor 100 mm dia. grey.

castor 125 mm dia. rubber tyres.

Finish: Blue epoxy.

Series FP Series AR

3-wheel base, thus minimising operator

Easy to load with bottom support bar (FP)

All models with 200 mm dia. wheels

FP models have stem fixing rear swivel

AR models have plate fixing rear swivel

FP . N AR FP 285/177  500x1060 23  SCl44
Fixed single position Adjustable rake back 380/228  550x1100 23  SCI45
Max o/a front-rear 1200 mm Max o/a front-rear 1350 mm

AR 285/177  500x1140 25  SC146

380/228 590x140 25 SC147

Cylinder Handling
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Designed for cylinders dia x H: 380 x 1250mm

Twin rear handles

Solid footplate and vertical side tubes with cylinder retention chain.
Wheels: 200 mm dia. solids, 260 mm dia. pneumatic

Finish: Blue epoxy Weight: 16 kg.

Solid tyre Ref: SC16

Pneumatic tyre  Ref: SC16P

Designed for cylinders dia x H: 325 x 535mm Designed for cylinders dia x H: 325 x 535mm

BulpupH 100> pun dupndoid

T-bar handle. Steel cross member cylinder support Single rear handle. Steel cylinder hook plate with
and vertical sides with cylinder retention chain. cylinder retention chain.

Wheels: 200 mm dia solid rubber tyres. Wheels: 160 mm dia. solid rubber tyres.

Weight: 10 kg.  Ref: SC15 Weight: 8kg.  Ref: SC03
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Propane and Calor
Cylinder Trucks

Designed for cylinders dia x H: 380 x 1250mm
Single rear handle.

Steel cylinder hook plate and retention chain.
Wheels: 200 mm dia. solids, 260 mm dia. pneumatic
Finish: Blue epoxy. Weight: 10 kg.

Solid tyre Ref: SC02

Pneumatic tyre  Ref: SCO2P

Stairclimber

Designed for cylinders dia x H:

325 x 535mm

Tubular construction with star wheel stair
climb facility.

Continuous loop handle.

Tubular vertical side protection cylinder
retention with retention chain.

Weight: 15 kg.

Ref: SC21




Cylinder lifting cradles

Cylinder cradle for use with overhead lifting gear

4-cylinder cradle has sheet steel base and
50mm dia. lifting eye.

6-cylinder cradle has open frame base and
twin lifting eyes suitable for fork lift.

Fork pocket to suit 150 x 50mm.

Fork pocket centres 600mm.

Top and bottom cylinder retention chains
Finish: Red epoxy.

All cradles tested to 100% overload - test certificate supplied.

4 180-230  500kg 460 x 460 x 1850 22 SC4230
230-305  500kg 610x 610x1850 22 SC4305

6 180-230  750kg 815x680x1830 86 SC6230
230-305  750kg  1040x680x1830 90 SC6305

SC4320

Q Cylinder lifting trolleys
Combined cylinder trolley / lifting cradle.

One product allowing cylinders to be moved with
either overhead lifting gear, or wheeled into position

Single cylinder lifting trolley

2 x 200mm dia solid rubber wheels and 50mm dia
liting eye

Top and bottom cylinder retention chains.

Finish: Red epoxy

Two cylinder lifting trolley

2 x 400mm dia rubber tyred wheels and a single
160mm dia swivel castor on rear support frame for
added safety and manoeuvrability.

Top and bottom cylinder retention chains.

Finish: Red epoxy

All cradles tested to 100% overload, test certificate supplied.

2 cylinder 1 180-230 150  410x740x1870 23  SC25
model with | 230-305 150  490x780x1870 24  SC26

L EZET 2 180-230 250  790x685x1870 56  SC27

Gt SO 230-305 250  940x760x1870 60  SC28
manoeuvrability

Cylinder lifting cradles and trolleys
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