














Hi-Frame Plate Trucks
Capacity 500 and 750Kg

THE Heavy duty angle chassis with high tubular
BIG PLATE support frame for sheet material transport
and storage.
TRUCKS Fully welded throughout.
Open frame or ply deck.

Finish: Blue epoxy.

Wheels: 2 swivel 2 fixed castors with
rubber tyred wheels, bright steel centres
and roller bearings.

O/all height mm 1500 1570
Frame height mm n75 175
Max loaddepth mm 450 450
O/allLx W mm 2250x700 2250x700
Open frame model Wheel dia. mm 200 250
Open frame
Platform height 285mm 355mm
Wt 84kg 92kg
Ref TP31 TP32
Ply deck
—— Platform height 300mm 370mm
Ply deck model Wt 94kg 104 kg
Ref TP31P TP32P
Standard Plate Trucks
Capacity: 500kg UDL
with removable bars Welded angle chassis
2 supplied - exiras available. Support bar height 725mm from deck
2 deck sizes Deck height: 275 mm
Ply or zinc plated deck Finish: Blue epoxy.

Wheels: 2 swivel 2 fixed castors with 200 mm dia.
rubber tyred wheels. Roller bearings.
Total stop brakes extra (pair) Ref: BO13

Plywood Deck

1000 x 700 46kg  TP35 59kg P33
1200 x 800 54kg  TP36 @ 72kg  TP34

1000 mm length additional Support Bars TP7
1200 mm length additional Support Bars P8 G
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Vertical Bar Rack

4 1500 x 600 x 1200 84
6 1500 x 600 x 1800 108
8 1500 x 600 x 2400 135

Fully welded steel construction with steel base.
600 x 250 mm storage bays.

Predrilled for bolting to floor, fixings not supplied.

Finish: Blue epoxy

VBR4
VBRé6
VBR8

Stacking bar cradles
Maximum 5 high

Flexible stacking cradles for storage of varying lengths
of: bar, tube, flats, angles etc.

Load capacity per cradle 1000Kg
Fitted with 127mm square pallet feet.
Finish: Blue epoxy
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Multi-height Sheet Rack

Ideal for off-cuts and other variable sizes of sheet and plate.
Support bar heights: 400; 550; 700; 850 and 1000mm
Distance between bars: 160mm Fitted with sheet steel base.
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w Predrilled for floor fixing.

a’ Finish: blue epoxy

3 O/AHxW x D: 1000 x 1400 x 800mm
% Weight: 75Kg

Ref: MPR
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Units MUST be sited
on solid level ground.

470 x 790 x 385 610 x 305 21 SBC1
625x790 x 385 610 x 460 24 SBC2
470 x 1095 x 385 915 x 305 25 SBC3
625x1095 x 385 915 x 460 28 SBC4





